
Automatic quick coupler systems  

Tiltrotator 

OQTR 
The hydraulic wrist 





OilQuick tiltrotator is a hydraulic wrist that turns your  
excavator into a highly versatile machine. 
 
 
If you mount automatic OilQuick quick couplers on top of and  
underneath the Tiltrotator, it not only tilts to the side and 
rotates for greater maneuverability but also enables you to 
Attach hydraulic tools within a few seconds. 
 
 
If you have an OilQuick system mounted on top of the  
tiltrotator, you can remove it quickly to attach a standard 
 bucket, ripper or hydraulic hammer, thus making maximum 
use of your excavator's capacity and breakout force. 
This also makes  sure that the right tool is used for the right job! 
 
 
OilQuick tiltrotator are available for excavators between 
5-30 tons. 
 
The OilQuick system makes your excavator and  company  
more versatile, competitive and profitable! 

Change hydraulic attachments 
                                   in seconds 



Benefits with OilQuick tiltrotator 

OilQuick takes the tiltrotator to a new level 
OilQuick tiltrotator can tilt 40 degrees, rotate limitlessly and change hydraulic work tools directly from the  
drivers cab. This takes the tiltrotator to a new level! 
 
One-piece cast motor housing 
OilQuick Tiltrotator is based on Indexator's proven Rototilt technology, the OilQuick tiltrotator has one-piece cast 
motor housing, powerful worm gear, oil-filled rotor housing, hardened tilt cylinders and strong bolted joints. 
 
OilQuick quick coupler above and below 
OilQuick quick coupler below the tiltrotator enables lightning fast tool changes of buckets and hydraulic work 
tools. Always the right tool! 
 
OilQuick lock valve 
All OilQuick tiltrotators are equipped with an OilQuick lock valve, which ensures that the attachments are kept 
securely in place and the lower quick coupler can be operated safely. 
 
Grapple module addon 
¢ƘŜ ǘƛƭǘǊƻǘŀǘƻǊΩǎ ƭƻǿŜǊ ǉǳƛŎƪ ŎƻǳǇƭŜǊ ƛǎ ǇǊŜǇŀǊŜŘ ŦƻǊ ƎǊŀǇǇƭŜ ƳƻŘǳƭŜǎ ǿƘƛŎƘ Ŝŀǎƛƭȅ Ŏŀƴ ōŜ ƳƻǳƴǘŜŘ ƻƴ ǘƘŜ ǉǳƛŎƪ 
coupler under the tiltrotator. 
 
Quick return on your OilQuick investment 
When excavating with the tiltrotator, the machine lifts about an extra 55 tons every hour (using the tiltrotator for 
15 ton excavators). This results in additional fuel costs of around 2.5 to 4 euros per hour. Like every other work 
tool, the tiltrotator should be used where it is of the greatest benefit. If you use the tiltrotator correctly for the 
appropriate purpose, you can save fuel costs and substantially reduce maintenance and repair costs. 



Save money by removing the tiltrotator sometimes 

There are often situations where it makes more  
sense to remove the tiltrotator and attach a general 
purpose bucket, ripper or hydraulic hammer. 
 
for example, you want to crush rock or use your 
excavator's full breakout force and loading capacity, 
you may find that the tiltrotator's added weight and 
greater height are more of a burden than an asset. 
Such situations include breaking up small areas of 
ground, loading a lorry or excavating in a pipe trench.  
In these cases it is a great advantage if you can 
change over to the ripper or large general purpose 
bucket remotely from inside the cab within only ten 
seconds. 
 
With OilQuick on your machine, you can always 
use the right tool.  
As a result, you will increase productivity and 
competitiveness. 



Tiltrotator 

 Model OQTR 30 OQTR 40 OQTR 60B OQTR 80 

 Width, depends on coupler type 
 - Single acting cylinders 

660 mm 705 mm 790 mm - 

 Width, depends on coupler type 
 - Double acting cylinders 

635 mm 695 mm 810 mm 940 mm 

 Weight, depends on coupler type From 265 kg From 325 kg From 480 kg From 750 kg 

 Tilt angle 2x40° 2x40° 2x40° 2x40° 

 Max. bucket digging force 70 kN 105 kN 170 kN 200 kN 

 Rotation speed (50 l/min) 1 turn/7 sec. 1 turn/7 sec. 1 turn/7 sec. 1 turn/7 sec. 

 Max. pressure 25 MPa 25 MPa 25 MPa 25 MPa 

 Max. return pressure (50 l/min) 2 MPa 2 MPa 2 MPa 2 MPa 

 Min./Max. connected flow 30/60 l/min 40/80 l/min 40/80 l/min 50/80 l/min 

 Rotation Unlimited Unlimited Unlimited Unlimited 

 Weight of machine 5-11 ton 10-15 ton 12-18 ton 23-30 ton 

OilQuick tiltrotator is easily replaced with a heavy duty work tool in 10 seconds! 

OilQuick tiltrotators can be provided with different control systems, proportional or on/off type per request. 

Basic data 



Hydraulic hammer 

Compactor 

Grapple module 

OilQuick grading bucket 

OilQuick trenching bucket OilQuick digging bucket 

OilQuick hydraulic pallet forks Multi purpose grapple Grab John grab unit 

System solution with OilQuick tiltrotator 
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