
Automatic quick coupler system 

Tilt 40° 
Change tools 

Rotate ∞ 

Change tools 

 

OilQuick takes the tiltrotator to a 

new level 
 

The OilQuick tiltrotator is a hydraulic excavator attachment, 

which turns your excavator into a highly versatile machine. 
If you mount automatic OilQuick quick couplers on top of 

and underneath the Tiltrotator, it not only tilts to the side 

and rotates for greater manoeuvrability but also enables you 

to attach hydraulic tools within a few seconds. 

 

 

Based on Indexator's proven Rototilt technology, the 

OilQuick tiltrotator has one-piece cast motor housing, 
powerful worm gear, oil-filled rotor housing, hardened tilt 
cylinders and strong bolted joints. 

 

If you have an OilQuick system mounted on top of the 
tiltrotator, you can remove it quickly to attach a standard 
bucket, ripper or hydraulic hammer, thus making maximum 

use of your excavator's capacity and breakout force. 
 

The OilQuick coupler on the underside of the tiltrotator 
enables buckets and hydraulic work tools to be changed 

quickly. You always therefore have the right attachment for 
the job. 

 

All OilQuick tiltrotators are equipped with an Oil-Quick 

lock valve, which ensures that the attach-ments are kept 
securely in place and the lower quick coupler can be 

  operated safely. This solution was tested and certified by 

 the Swedish Machinery Testing Institute.  

 

The lower coupler of the Tiltrotator is prepared for grapple 
modules which easily can be mounted at a later moment. 

 

 

OQTR 40 
Tiltrotator for   

10-15 Ton  

excavators 

There are often situations where it makes more sense to remove the tiltrotator and attach 

a general purpose bucket, ripper or hydraulic hammer. If, for example, you want to crush a 

rock or use your excavator's full breakout force and loading capacity, you may find that the 

tiltrotator's added weight and greater height are more of a burden than an asset. 

Such situations include breaking up small areas of ground, loading a lorry or excavating in a 

pipe trench. In these cases it is a great advantage if you can change over to the ripper or 

large general purpose bucket remotely from inside the cab within only ten seconds. 

With OilQuick on your machine, you can always use the right tool. As a result, you will 

increase productivity and competitiveness. 

Tilt, rotate and change tools Save money by removing the Tiltrotator sometimes! 

The OilQuick tiltrotator enables 

tilting up to 40 degrees, unrestricted 

rotation and also hydraulic attachments 

to be changed without the operator 

leaving the cab.  

This takes the tiltrotator to a new level! 



Automatic quick coupler system 

 
OQTR 40 Dimensions 

Coupler types above and 

below the Tiltrotator 

OQ45/

OQ45 

OQ60/

OQ60 

OQ65/

OQ65 

Total length (A) 675 mm 675 mm 675 mm 

Height (B) 450 mm 465 mm 475 mm 

Width (C) 695 mm 695 mm 695 mm 

Width (C2) 705 mm 705 mm 705 mm 

Total height (D) 770 mm 790 mm 800 mm 

Total height (D2) 945mm 960 mm 970 mm 

Weight 325 kg 385 kg 410 kg 

OQTR 40 Technical Data 

Suitable for excavators 10-15 t. 

Tilt angle 2x40 degrees 

Rotation Unlimited 

Rate of rotation (50 l/min) 1 rev/7 sec 

Min/max pressure 20/30 MPa 

Working pressure 25 MPa 

Max. return pressure (50 l/min)  2 MPa 

Min/max flow 40/80 l/min 

Inclination of lower coupler 6 degrees 

Control system See separate prod. sheet 

Grab John grab unit 

OilQuick is patented.  

Specifications subject to change without notice. 

Hydraulic hammer 

Compactor 

The right tool always ready 

for the job! 

Grapple module 
OilQuick digging bucket 

OilQuick grading bucket 

OilQuick trenching bucket 

Manufacturer:                         Distributor: 
 
OilQuick AB                     Tel. +46 650 - 153 40     Information@oilquick.com 

Box 1055                               Fax. +46 650 - 148 84 www.oilquick.com 
824 12 Hudiksvall 
Sweden 

Hydraulic forks with tine adjustment Multi-purpose grapple 
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OilQuick tiltrotator: 

sandwich solution with 
OilQuick function above 
and below the tiltrotator 

OQTR 40 
Tiltrotator for   

10-15 Ton  

excavators 


